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2/3" A a DVCPRO Camera/Recorder 
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The 16:9/4:3 Switchable, 2/3" IT-3CCD Camera/Recorde 


Introducing a camera/ recorder that puts 
digital quality within reach of broadcasters 
and professionals. 

The AJ-D610WA combines a high- 
sensitivity 2/3” IT 3-CCD with DVCPRO’s 
digital component system to deliver true 
broadcast-quality recording. This high- 
performance unit accepts a wide variety of 
2/3” lenses and is switchable between 16:9 
and 4:3 aspect ratios, making it ideal for 
broadcasting and professional needs. 
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High-D ensity 2/3” IT 3-CCD 

The AJ-D610W A's 520,000-pixel CCD features a 
large light-collecting area that gives the camera a 
high S/N ratio plus outstanding sensitivity and a 
wide dynamic range. An innovative method for 
securing the CCDs to spectral prisms provides 
exceptionally high registration accuracy. 


16:9/4:3 Aspect Ratio Switchable 

The AJ-D610W A's CCDs feature a light-receiving 
section that adapts to the wide 16:9 aspect ratio. 
The aspect ratio can be instantly switched 
between the conventional 4:3 and wide 16:9 
modes. When the optional AJ-VF20WP wide- 


DVCPRO 


type viewfinder is used, the viewfinder screen 
changes automatically to match whichever 
aspect ratio the operator selects. 


Superior Digital Recording Quality 

The AJ-D610WA records a full 66 minutes of 
pictures and sound on a single, compact tape 
(AJ-P66M P). Quality is superb thanks to the 5.75- 
MHz video bandwidth (Y) and 2-channel PCM 
sound. The AJ-D610WA also adds advanced 
error correction features to assure excellent 
reliability. 


Light Weight, Low Power Consumption 

In ready-to-shoot condition - with lens, 1.5” 
viewfinder, cassette and battery pack in place - 
the AJ-D610WA weighs only 14.5 lbs. It offers 
low power consumption, too, using 24 W or less 
when recording. 


“SU PER GAIN” Enables 0.5-Lux 

Shooting Illumination 

The super gain button boosts gain by a full +30 
or +36 dB, for high-quality shooting even in dim 
lighting. This makes it possible to record subjects 
in lighting all the way down to 0.5 lux. 

The programmable 3-position gain switch allows 
the operator to select from 11 settings (-3, 0, +3, 
+6, +9, +12, +15, +18, +21, +24, +30 dB) for 
complete control of low, medium and high gain 
preference. 

“SUPER IRIS” for One-Button Backlighting 
Pressing the Super Iris button will adjust the iris 
to provide correct exposure of backlit subjects, 


for example, when the subject moves from 
daylight outdoors to a darkened interior. 


r That Meets the Needs in All Fields 


Digital Signal Processing 

Digital circuitry delivers superior picture quality 
and assures reliable results regardless of 
temperature changes, aging, or vibration. 
Operation is simple and maintenance is 
minimal. The camera is easy to set up and 
adjust, even in the field. 


Setup File on PCMCIA Memory Card 

The camera’s setup file can be saved onto an IC 
card (PCMCIA memory card). Creating and 
saving a variety of files makes it quick and easy 
to adapt the AJ-D610WA to different shooting 
conditions. 


“Picture Link” for Non-Linear 

Editing Versatility 

Add an optional board and memory card, and 
the AJ-D 610WA’s Picture Link function improves 
editing ease when used with the AJ-DE77 
DVCPRO non-linear editor. This function writes 
data onto the tape and allows the operator to 
label each recorded scene with any of three 
marks. During editing, the operator can then, for 
example, automatically upload only scenes 
marked “OK.” 


Synchro Scan Electronic Shutter 

The electronic shutter (1/100, 1/120, 1/250, 
1/500, 1/1000, 1/2000 sec) features a synchro 
scan capability (60.8 to 250 Hz) to reduce flicker 
when shooting CRT displays. 


One ND/CC Filter Wheel 

This simply designed, four-position (3200K, 
5600K+1/8ND, 5600K, 5600K+1/64N D) optical 
filter allows quick, on-location adjustment to the 
light source. White balance and black balance 
levels are preset at the factory to adapt to each 
filter position, and you can store two adjustment 
values in memory for each position. 


Compatible with Anton/Bauer 

Digital Battery 

The AJ-D610WA is equipped with a gold mount 
plate for mounting an Anton/Bauer digital battery 
system. When the digital battery is in use, the 
remaining power is displayed in real time on the 
EVF. When using an Anton/Bauer Ultra Light, the 
lighting on/off and recording start/stop can be 
linked together. 


Additional Features 
* Auto White/Black Balance with Shockless 
AWB Control function 
Optional backup VTR 
connector (26-pin) 
Built-in SMPTE time code 
generator/reader and TC 
in/out connectors (BNC) 
* One-touch camera status 
report function 
* One-touch Rec review 
function 
Standard SMPTE color bar 
output 
¢ Built-in Gen-lock function 
* Built-in monitor speaker 
Phantom power supply 
(48-VDC phantom mic) 
Extension control 
(AQ-EC1/AJ-EC2/AJ-EC3 
option) 


Standard Accessories 

¢ Shoulder Strap 

* Microphone 

* Tripod Adaptor 

¢ Anton/Bauer gold mount 
plate (installed) 


Anton/Bauer 
Ultra light 


AJ-VF53 


Microphone 


Microphone 


AJ-VF10P/VF15P 1.5" EVF 


J AJ-VF20WP 2.0" EVF (16:9) 


2/3" Lens 


AJ-MH700P 
Microphone 
Holder 


SHL-064HSRVS 
PCMCIA Memory Card 


AJ-D610WA 
Camera/Reco! 
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AJ-YA711 ay 
5" EVF Adaptor Shoulder Strap 
SHL-QVF5D700 
5" EVF Mounting Adaptor 
Anton/Bauer Anton/Bauer — Anton/Bauer 
Gold Mount Plate Batteries Battery Charger 
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rder Picture Link Board 


with Memory Card 


SS | 
Tripod Adaptor rs iB 75P 
fees DC Cable (XLR) AC Adaptor 
SHAN-RC700* —7] AQ-EC1 
Rain Cover i a rane 
6-Pin Remote Cable Extension 
Control Unit 
AJ-YA900P 
AJ-HT900 AJ-SC900P* 26-Pin Interface 
Hard Carrying Case Soft Carrying Case 
SHAN-C12TCA 
[| Standard Accessories Tripod Audio Output Cable (RCA x 2) 


* Not available in some area 


AJ-VF20WP 


2" EVF 16:9/4:3 switchable 


YJ18x9B4IRS 


YJ18x9B4VRS 
2/3" x19 Canon Lens 
with 16:9/4:3 Ratio Connector 


AJ-VF15P 


YJ18x9B4IRS 
2/3" x19 Canon Lens with Extender 


YJ18x9B4KRS 
2/3" x19 Canon Lens 


High Grade 1.5" EVF for 4:3 


AJ-VF10P 


= 


Standard 1.5" EVF for 4:3 


AJ-VF53 
5" EVF 


AW-VF80 
5" EVF 
AJ-QVF900 
AJ-HT900 


AJ-SC900P 


AJ-YAP900P 
Picture Link Board with Memory 


Card (4MB) AJ-MH700P 


Hard Carrying Case 


Soft Carrying Case 


(Not available in some area) 


Microphone Holder 


AJ-YA900P 


26 pin Interface Adaptor 


AJ-B75P 
AC Adaptor 


AQ-EC1/AJ-EC2/AJ-EC3 
Extension Control Unit 


5" EVF Mounting Adaptor 


DVCPRO Medium Video Cassettes 


Model No. Time Length 
AJ-P66MP 66 min. 137m 
AJ-P46MP 46 min. 96 m 
AJ-P33MP 33 min. 70m 
AJ-P24MP 24 min. 51m 
AJ-P12MP 12 min. 27m 
SHL-064HSRVS AJ-CL12MP Cleaning Tape 


PCMCIA Memory Card (64KB) 
for Scene File 


GENERAL Viewfinder 
Power Requirement: DC12V (11 V to 17 V) Viewfinder: Optional AJ-VF10P, AJ-VF15P Distortion: Less than 0.1% 
Power Consumption: 24W or AJ-VF20WP (at 1 kHz, reference level) 
Operating Temperature: 0 °C to 40 °C (32 °F to 104 °F) VTR SECTION Wow & Flutter: Below measurable limit 
Storage Temperature: _ —20 °C to 60 °C (4 °F to 140 °F) General Headroom: 20 dB 
Operating Humidity: Less than 85% Format: DVCPRO Emphasis: T1=50uS T2=15yuS (ON/OFF Selectable) 
Weight: 6.6 kg (14.5 lbs.) 1/4" Digital compressed recording Signal Inputs 
(including lens, viewfinder, tape, Recording Track: Digital Video Mic In: XLR balanced, 3kQ 
and battery pack) Digital Audio: 2CH —60/-50/-40 dBu selectable 
“Varies according to the equipment composition. Cue: 1 Track Audion: XLR (CH1/CH2), balanced, 10kQ 
CAMERA SECTION Sub-Code MIC/LINE Switchable 
Camera CTL: 1 Track MIC: -60/-50/-40 dBu selectable, 
Pick-up Device: Interline transfer Tape Speed: 33.820 mm/s___ LINE: +4/0/-6 dBu selectable 
2/3" CCD Image sensor (x3) Tape: 1/4-inch Metal Particle Tape Genlock In/Video Return: BNC x 1, 1.0 V[P-P] 75 
Picture Element: 520,000 pixels Cassette Size: AJ-P66M: 97.5 x 64.5 x 14.6 mm Time Code In: BNC x 1, 0.5 to 18 VP-P], 
Digital Quantization: 10 bits A/D Recording/Playback Time: 66 min. with AJ-P66MP cassette high impedance 
Digital Signal Processing: _ 18 MHz/36 MHz FF/REW Time: Around 3 min. using AJ-P66MP Signal Outputs 
Sensitivity: 2000 lux with F11.0 Video* Camera Out: BNC x 1,1.0 V[P-P], 75Q 
Minimum Illumination: 0.5 lux (F1.4, +36 dB gain) Sampling Frequency: Y: 13.5 MHz Video Out: BNC x 1,1.0 V[P-P], 75Q 
Shutter Speed: 1/100, 1/120, 1/250, 1/500, C (PB/PR): 3.375 MHz Audio Out: XLR (CH1/CH2/MIX selectable) 
1/1000, 1/2000-sec. Quantization: 8 bits/sample +4 dBu balanced, low impedance 
Syncro Scan: 1/60.8 to 1/250-sec. (variable) Error Correction: Reed-Solomon Code Earphone: Stereo mini jack (x 1) 
Optical Filter: 3200K, 5600K+1/8ND, 5600K, Bandwidth: Y: 30 Hz to 5.75MHz +1.0/-3 dB Timecode Out : BNC x 1, 1.5 V[P-P], low impedance 
5 5600K+1/64ND, SIN Ratio: 55 dB Others 
/N Ratio: 63 dB (standard) K Factor (2T): 2% or less fan) j 
Horizontal Resolution: 750 lines (center) aoe 2% or less aa ay omponent vice. ee 
Vertical Resolution: 400 lines/450 lines (Super-V) VIC Delay: 30 ns orless pin, wamera emo 
~ u DC Out: 4-pin, DC 11V to 17V, 100mA 
Registration: Less than 0.05% ae - = - 
(all zones, without lens) Audio® : LENS: ae 12-pin : 
Gain: —3/0/+3/+6/+ 9/12/41 5/41 8421/4 24) Sampling Frequency: 48 KHz The specifications given above were measured by playing back 


+80/+36 dB Quantization: 


16 bits/sample 


Optical System: 


Frequency Response: 


20 Hz to 20 kHz, +1.0/-1.0 dB 


f1.4 prism system 


Lens Mount: 


2/3" bayonet mount Dynamic Range 


More than 85 dB (at 1kHz, AWTD) 


tapes recorded by the AJ-D610WA on standard DVCPRO VCRs. 
Weight and dimensions shown are approximate. 

Specifications are subject to change without notice. 

These products may be subject to export regulations. 
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PANASONIC BROADCAST & TELEVISION SYSTEMS COMPANY 
DIVISION OF MATSUSHITA ELECTRIC CORPORATION OF AMERICA 
www.panasonic.com/broadcast 


Executive Office: 
EASTERN ZONE: 
Central Region: 


WESTERN ZONE: 


3330 Cahuenga Blvd W., Los Angeles, CA 90068 
(323) 436-3500 

One Panasonic Way 4E-7, Secaucus, NJ 07094 
(201) 348-7621 

1707 N Randall Road E1-C-1, Elgin, IL 60123 
(847) 468-5200 

3330 Cahuenga Blvd W., Los Angeles, CA 90068 
(323) 436-3608 


Government Marketing Department: 


52 West Gude Drive, Rockville, MD 20850 
(301) 738-3840 


Broadcast PARTS INFORMATION & ORDERING: 


TECHNICAL SUPPORT: 


8:00 a.m. — 5:00 p.m. (PST) (800) 334-4881 

24 Hr. Fax (800) 334-4880 

Emergency after hour parts orders (800) 334-4881 
(DVCPRO - D8 - D5 - Mil - NEWSBYTE) 
Emergency 24 Hour Service (800) 222-0741 


Panasonic Canada Inc. 
5770 Ambler Drive, Mississauga, Ontario L4W 2T3 (905) 624-5010 


www.panasonic.ca 


e-mail: broadcast@panasonic.ca 


Panasonic Sales Company 
(Division of Matsushita Electric of Puerto Rico Inc.) 
San Gabriel Industrial Park, 65th Infantry Ave., Km. 9.5, Carolina, 


Puerto Rico 00630 (787) 750-4300 00630 (787) 750-4300 


SP-AJD61WAP4 


Matsushita Electric Industrial Co., Ltd. 
Systems Business Group 


2- 
Te 


5 Matsuba-cho, Kadoma, Osaka, 571-8503 Japan 
. 81-6-6905-4650 Fax. 81-6-6908-5969 


www.panasonic.co.jp/bsd 
Panasonic Systems Sales Taiwan Co.,Ltd. 


5F, 


Te 


2 Sec. 5 Hsin | Road Taipei, Taiwan, R.O.C 
. 886-2-2725-9100 Fax. 886-2-2725-9291 


DaeHeung Multimedia Communication Corp. 


4th 


Fl, Kyobo Securities Bldg., 26-4, Youngdungpo-Gu, 


Seoul, Korea 


Te 


. 82-2-784-0245 Fax. 82-2-784-0109 


Broadcast and Communication Company of Asia, Inc. 


R- 


902A Tektite Tower II Exchange Road Ortigas Center Posig 


City, Philippines 


Te 


Pa 
Te 


Pai 


(Caribe,Centro America, Venezuela, Colombia, Ecuador, Bolivia, 
Uruguay, Paraguay, Chile) 


Tel 
Pai 
Tel 
Pai 
Tel 


. 63-2-633-6162 Fax. 63-2-631-1861 


nasonic de Mexico, S.A. de C.V. 
. 52-5-488-1000 Fax. 52-5-488-1059 


nasonic Latin America S.A. 


. 507-229-2955 Fax. 507-229-2536 
nasonic del Peru S.A. 

. 51-1-451-3638 Fax. 51-1-452-9415 
nasonic do Brasil Ltda 

. 55-11-3889-4035 Fax. 55-11-3889-4004 
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